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INSULATION RESISTANCE TEST 
FRA RULES 236.108 

Railroad: SB Itt 

~;-;~ 

I<·--~- ..._" ·.l I/ . R§!!\'· 
l;_( .1.::.:::..:::. -/J; 
\ . , I 

.. ·..:~:::::-:::~ .... / 

Railroad Signal International 
5526 South 48th 'Nest Avenue- Tulsa, OK 74107 

Phone: 918-234-1522 Fax: 918-234-1529 

Subdivision: DOT NO: ;n. 'i ~'fl:f MP: 11S -~S" 

Location: 

Dale: 

Type of Cable 
Conductor 

# (Note 1) 

c. 1 
c. 2 

'- 3 
4 
5 
6 

7 

8 

9 
10 
11 
12 

NOTE 1: 

LAv~:a.. Toc..J..._l 
~ I :l_LJ '2-

Circuit 
Name 

To: Gnd To: 12 

S~2to ~ 
~-~22o 00 
NXJIO 'CP 

A- Aerial cable 
B - Open line Wire 
C - Underground cable 
D- Case or Tower wiring 

To: 11 

Tested by: ~ Sign 
Prin 

Weather: (Circle one) Wet ~ 
Temperature: ~ 0 

Insulation Resistance 

To: 10 To: 9 To: a To: 7 To: 6 To 5 To: 4 To: 3 To: 2 

<:::::,111 ~ 
~ 

• Note: All readings are in Megaohms 

Cable from: 3 c..~ H""s.c. to M~kJ- y_.,.~, ~ 

- This report should be retained until a new test has been made 
- A conductor under 500K Ohms should be tested annually* 
-A conductor under 200K Ohms should be repaired immediately or 

removed from service * 
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INSULATION RESISTANCE TEST 
FRA RULES 236.108 

Railroad: {S S 12, J2.. 

~ .. ;-;~ 
{;·;;. --....:·· .. _, 

f 
,, 

~ : 
! . ( _... .... l.:) 
I . ..·---- ·- / • 

\,·-~J)' 

Rai lroad Signal International 
5526 South 48th West Avenue- Tulsa, OK 74107 

Phone: 918-234-1522 Fax: 918-234-1529 

Subdivision: DOT NO: 1.1 L( 10lt€ MP: '9' S#8S 

Location: L ~~-e. :;;a To~ y 
Date· 

Type of 
Cable 

Condvdor # 
(Note 1) 

L. 1 
<.. 2 
c... 3 
~ 4 
<:_ 5 

6 
7 
8 

9 
10 

11 

12 

NOTE 1: 

~ I , I J'L 

Circuit 
Name 

To:Gnd To: 12 

"'~ ~ IA-~1.\ ~ 
IA.L~ 00 
11\l..F rP 
I~R~ 90 

A • Aerial cable 

B • Open Une wire 

C • Underground cable 

D • Case or Tower wirinq 

Tcx 11 

Weather : (Circle one) Wet ~ 
Temperature: ~ 0 

Insulation Resistance 

To: 10 To:9 To: a To: 7 To:B To 5 ~o:4 To: 3 To:2 

~ c;::,l) v- ct>P 

.t:>O ..t::-1' ~ 
~ QIC> 

Oc:l" 

Note: All readings are in Megaohms 

caolefrom: S(..lo J.\~~c. to A s·~N-A-t 
--

-This report should be retained until a new test has been made 
- A conductor under SOOK Ohms should be tested annually* 
- A conductor under 200K Ohms should be repaired immediately or 

removed from service * 

Tested by: 3Jr g Q '[i;N phty:,ch) 
Pr~ C?~ 
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INSULATION RESISTANCE TEST 
FRA RULES 236.108 

Railroad: ~ £ y?, R 

~::-.. ;;>-.. 
/.<; -.......:··.-\ 
;/( JR§!\ ') L J.::::.:::._)_; 
I,·~ /. 

\. ... --:..-~ 
'~.:.::.~.: ... :.:: -~ 

Railroad Signal International 
5526 South 48th West Avenue - Tulsa, OK 74101 

Phone: 918-234-1522 Fax.: 918-234-1529 

Subdivision: OOTNO: 2Z.4 1tJ4 C MP: lCfS.~~ 

Location: L~ ~ ~ :JPv.,... 0 

Type of 
Conductor 
(Note 1) 

<:. 
~ 

c... 
'-
c.. 
L-
C--

NOTE 1: 

Date: ~ I 1 I \ '2._ 

Cable 
# 

1 

2 

3 
4 
5 
6 
7 

8 

9 
10 
11 

12 

Circuit 
Name 

To: Gnd To: 12 

13.dl ~ Q:::,P 
GetlK 't:'-P 

iMtl~ ~ 
iiU.P ~ 
,~~ ~ 

~{) ~ 
5h cP 

A- Aerial cable 
B - Open Line wire 
C - Underground cable 
D- Case or Tower wiriQQ_ 

To: 11 

Weather: (Circle one) Wet @ 
Temperature: B./:) 0 

Insulation Resistance 

To: 10 To:9 To: a To: 7 To: a To. 5 To: 4 To: 3 To:2 

o-" ~ 'boO ~ <J'O -G) 

~ ~ ~ 00 _.,:::> 

~ ~ ~ ~ 
~ <:::>o 0"""'-
~ <::>c 
~ 

Note: All readings are in Megaohms 

Cable from: 1 (.. I Y 1j~~ to Ar (, ;a.~A.t.. 

- This report should be retained until a new test has been made 
- A conductor under 500K Ohms should be tested annually* 
- A conductor under 200K Ohms should be repaired immediately or 
removed from service .. 

Tested by: ~ ??!?e;;&. ~N z\w;a.1e ? 
· t V <::»> Sign 
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INSULATION RESISTANCE TEST 
FRA RULES 236.108 ~~:.::::-=-~~ 

R§! \': Railroad Signal International 

Railroad: ~ 
rt~·-~-.J.i) 

\· ·. \, /.I' -·. · ~- .. ·/ 
5526 South 48th West Avenue- Tulsa, OK 74107 

Phone; 918-234-1522 Fax: 918-234-1529 

Subdivision: 

Location: ~~ .$ Lt>uJ....J 
Date· 

Type of 
Cable 

Conductor # 
(Note 1) 

L- 1 

c.. 2 
c::... 3 

'-- 4 
c_ 5 

6 
7 
8 

9 
10 
11 

12 

NOTE 1: 

b I ( I J'2_ 

Circuil 
Name 

To: Ond To: 12 

BXft if"" 
~XI?. ~ 

~L~ ~ 

[l,C.tF .s:>O 
~rtli' f:::>C>. 

A - Aerial cable 
B - Open Line wire 
C - Underground cable 
D - Case or Tower wiring 

To: 11 

.. _ .... ·.:.~.:.:;..~ :.· . 

DOTNO: '2.ZJl..f 1e'j E; MP: J<tS.t$ 

To: 10 To: 9 

Weather: (Circle one) 

Temperature: f;/:) 0 

Insulation Resistance 

To:6 To:7 To:6 To:5 

...s:::;::.J 

c:::---
c::><:> 
r.::>-

Wet 

To 4 To:3 

-C>- ~ 

~ ~ 

~ 

Note: All readings are in Megaohms 

<l£) 

To· 2 

cc:::? 

Gable from: 5.'- fl2. I::J.i~ ~ to ~ ~~NAL 

- This report should be retained until a new test has been made 
-A conductor under 500K Ohms should be tested annually• 
-A conductor under 200K Ohms should be repaired immediately or 
removed from service • 

Testedby: ~JOh.v~ )£ $( _., 
Print Sign( ~ 
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INSULATION RESISTANCE TEST 
FRA RULES 236.108 

Railroad: ~P.L~ 

1/ ( A§! ; 
/~~~·~:.~~ 

l ~ \ L.::.::.. _ _.j 
'.' / \ --~ ~::::::.:-:..: 

Railroad Signal International 
5526 South 48th West Avenue- Tulsa, OK 74107 

Phone: 918-234-1522 Fax: 918-234-1529 

Subdivision: DOT NO: L '14 14'1/: MP: ICfS-aS" 

Location: LA~-e S TQ t.J.-' ..._) 

Date: b I l I \ "--

Type of 
Cable Circuit 

Conductor # Name 
(Note 1) To:Gnd To: 12 To: 11 To: 10 

c. 1 I& Sell ~ 
c.. 2 N~tl c;,O 
t- 3 N..ft2. oil ~ 
c... 4 6bP .<:::P 
(....... 5 ~ ~ 
C- 6 ..SP 0.0 

'--- 7 ~() -Do 
8 

9 

Weather: (Circle one) Wet ~ 
Temperature: <g0 0 

Insulation Resistance 

To: 9 To: 8 To: 7 To: e To:S To: 4 To: 3 To: 2 

o- 00 ~ c:::>() 00 ~ 
..c::a.c> e><:::' C>O <::>c:) ~ 

-<> <::::>0 ~ ~ 
~ 00 <:;::><::~ 

c:;P ~ 

tC::P 

Note: All readings are in Megaohms 

10 

Cablefrom: 1 L~q l:!e"~ ~ .. ~~$,~"' L 11 to 

12 

NOTE 1: A • Aerial cable 
B - Open Line wire 
C - Underground cable 
D - Case or Tower wiring 

- This report should be retained until a new test has been made 
- A conductor under 500K Ohms should be tested annually• 
-A conductor under 200K Ohms should be repaired immediately or 

removed from service • 

Tested by: JPM. JP h(\j~ !We? P? Page___£ of __5: ' FRA Rule 234.267 
Print Sign 

Revised 08/2010 Original - Return to RSI Copy- Railroad Copy- Signal house/case RSI-IRT 




